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FUSE LINKS 


A recent investigation has shown that a fuse link type ‘F’ 
(Ref. No. 5C/ or 5CZ/878) was incorrectly used in an aircraft 
electrical circuit instead of a fuse link type ‘M’ (Ref. No. 5C/ 
or 5CZ/1667). It is believed that this error occurred due to 
incomplete marking of the fuse link rating. 


These fuse links are of the glass tube square end cap type 
and are manufactured in accordance with Ministry of Aviation 
specification E. & I. 496 and the associated drawing E. & I. 7434. 
The type ‘F’ has a nominal rating of 60 amps intermittent and 
the type ‘M’ of 60 amps continuous. Both types are now obso- 
lescent and their main use is in older types of air raft. 


The rating, type and reference number is cle 
the end caps of each fuse link. The correct ratin 
type ‘F’ is “60 INT” and the mark for the type ‘M’ 
known that a significant quantity of type ‘F’ exist 
“INT” omitted from the rating mark. 
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(i) Remove from aircraft all type ‘F’ links 
rating mark “60” instead of “60 INT” 
links are installed in circuits or carried as 
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(ii) Ensure that each circuit using type ‘F’ o 
fused with a link of the correct type 
number and that spares to comply with th 
tion Order are provided. 


As from the date of this Notice, Certificates of Airworthi- 
ness will not be issued or renewed and Certificates of Maintenance 
should not be signed until the action required by paragraph 4 
has been completed. 


6 No attempt should be made to salvage inadequately marked 
type ‘F’ fuse links by merely adding the letters “INT” as such 
links are almost certainly of considerable age and may well have 
deteriorated. 


7 Certain publications suggest the use of type ‘R’ fuse links 
of appropriate rating as replacements for the fuse links to speci- 
fication E. & I. 496. The Board does not recommend this 
practice as end caps of type ‘R’ links are of circular cross section 
and their use may result in inferior electrical and mechanical 
contact. 


8 If existing stocks of type ‘F’ or ‘M’ fuse links are inadequate 
or their serviceability is suspect, new production supplies may 
be obtained from:— 


Kenneth E. Beswick Limited, 
Alert Works, 
Frome, 
Somerset. 
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Secretary. 
Air Registration Board, 
Brabazon House, 
Redhill, 
Surrey. 


